
•	 Galvanized Steel Cabinet: Polyester urethane finish 
maintains alluring appearance and resists corrosion.

•	 Multi-poised: Can be used in horizontal, upflow, downflow 
and vertical applications.

•	 Ease-of-Service: Plug-in wire connections and modularity 
make the air handler easy to service. 

•	 No Fasteners on Sides: Smooth surfaces for ease of 
installation.

•	 Cabinet Insulation: 1/2" insulation contributes to quiet 
operation and prevents cabinet sweating in difficult 
applications.

•	 Energy Efficient ECM Motor: Constant CFM blower 
ensures maximum comfort.

•	 Quiet Blower Operation: Extra quiet and smooth blower 
on and off cycles.

•	 Reduced Air Stratification: This results in improved 
air quality by optimizing humidity removal and filtration 
capabilities.

MB75VM Series FEATURES and BENEFITS

TECHNICAL
SPECIFICATIONS

18,000 - 60,000 Btuh 
(Heat Pump & Air Conditioner) 

Modular Indoor Blower 
Residential System 

The MB75VM Series Modular Indoor Blower offers 
exceptional flexibility for space restricted applications. 
Match the MB75VM with our C75 cased coils to create 
upflow, downflow, and horizontal two-piece air handlers.
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MODEL IDENTIFICATION CODE

Indoor 
Blower

Electrical Code
A = 115-1-60
K = 208/230-1-60

Nominal
Airflow
CFMConfiguration:

 M = Multipoise

Motor: 
B = 3 speed

E=Energy Efficient
V=Variable Speed

    B 75 V

Design Series

Cabinet Identifier
A = 14 1/4" Width
B = 17 1/2" Width
C = 21" Width

   M     -   1     2     0    0    K   -  A    M
Modular 

Indoor 
Blower
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DIMENSIONS

SPECIFICATIONS

"H"

.75 .75

"A"

12.89

.75

1.73

2.87

1.25 Ø 1.125  K.O.

Ø 1.875 K.O.

3.20
1.25

"W"

22.00

1.06

1.87

Ø .875 K.O.

1.88
3.57

5.57

2.62

Ø 1.125 K.O.

Ø 1.750 K.O.

Model Number MB75- VM-1200K-A VM-1600K-B VM2000K-C

Nominal cooling capacity - BTUh 36000 48000 60000

Maximum Available Auxiliary Heat 10 15 20

Nominal Blower Size (Dia. X Width) 10 x 6 11 x 8 11 x 10

Motor Hp-speeds-type 1/2-VS 1/2-VS 3/4-VS

Approximate Shipping Weight, lbs 50 60 73

Height, "H", in. 24-3/4 24-3/4 27-1/2

Width, "W", in. 14-1/4 17-1/2 21

Supply Air Outlet Dimension, in. 12-7/8 x 12-3/4 12-7/8 x 12-3/4 12-7/8 x 18-1/4
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MB75VM
A-CABINET

COOLING AIRFLOW HEATING AIRFLOW

A/B SWITCH SETTING
0 = OFF, 1 = ON

COOL SWITCH SETTING
0 = OFF, 1 = ON AIRFLOW

(CFM)
A/B SWITCH SETTING

0 = OFF, 1 = ON

HEATER KIT 
INSTALLED 

(KW)

AIRFLOW
(CFM)

5 6 7 8

0 0 0 0 0 525 0 0 600

0 0 0 0 1 560 0 5 800

0 0 0 1 0 600 0 8 1000

0 0 0 1 1 625 0 10 1000

0 0 1 0 0 700 0 15 N/A

0 0 1 0 1 750 0 20 N/A

0 0 1 1 0 800 0 25 N/A

0 0 1 1 1 850 0 30 N/A

0 1 0 0 0 875
0 1 0 0 1 890
0 1 0 1 0 930
0 1 0 1 1 950
0 1 1 0 0 1000
0 1 1 0 1 1050
0 1 1 1 0 1125
0 1 1 1 1 1200

MB75VM
B-CABINET

COOLING AIRFLOW HEATING AIRFLOW

A/B SWITCH SETTING
0 = OFF, 1 = ON

COOL SWITCH SETTING
0 = OFF, 1 = ON AIRFLOW

(CFM)
A/B SWITCH SETTING

0 = OFF, 1 = ON

HEATER KIT 
INSTALLED 

(KW)

AIRFLOW
(CFM)

5 6 7 8

1 0 0 0 0 525 1 0 700
1 0 0 0 1 560 1 5 900

1 0 0 1 0 600 1 8 1100

1 0 0 1 1 650 1 10 1100

1 0 1 0 0 700 1 15 1300

1 0 1 0 1 750 1 20 N/A

1 0 1 1 0 800 1 25 N/A

1 0 1 1 1 850 1 30 N/A

1 1 0 0 0 875

1 1 0 0 1 950

1 1 0 1 0 1050

1 1 0 1 1 1150

1 1 1 0 0 1250

1 1 1 0 1 1350

1 1 1 1 0 1400
1 1 1 1 1 1600

MB75VM
C-CABINET

COOLING AIRFLOW HEATING AIRFLOW

A/B SWITCH SETTING
(* = EITHER 0 OR 1)

COOL SWITCH SETTING
0 = OFF, 1 = ON AIRFLOW

(CFM)
A/B SWITCH SETTING

(* = EITHER 0 OR 1)

HEATER KIT 
INSTALLED 

(KW)

AIRFLOW
(CFM)

5 6 7 8

* 0 0 0 0 1100 * 0 800
* 0 0 0 1 1200 * 5 1000

* 0 0 1 0 1250 * 8 1200

* 0 0 1 1 1300 * 10 1200

* 0 1 0 0 1350 * 15 1400

* 0 1 0 1 1400 * 20 1600

* 0 1 1 0 1450 * 25 N/A

* 0 1 1 1 1500 * 30 N/A

* 1 0 0 0 1550

NOTES:
•	 Airflow values listed are for 240V operation. For 208V operation, multiply A & B 

cabinet values by .95; for C-cabinet values mulitply by .90

•	 When matched with two-stage outdoor units the airflow on low (Y1 or W1) input only 

will be 70% of the values shown in this table.

* 1 0 0 1 1600

* 1 0 1 0 1650

* 1 0 1 1 1700

* 1 1 0 0 1750

* 1 1 0 1 1800

* 1 1 1 0 1900
* 1 1 1 1 2000

Table 1. MB75VM Airflow Data

HEAT AIRFLOW SETTINGS



106G-0425 (NEW)

Before purchasing this appliance, read important energy cost and efficiency information available from your retailer. Specifications and 
illustrations subject to change without notice and without incurring obligations. Printed in U.S.A (04/2025)

GENERAL TERMS OF LIMITED WARRANTY

Nordyne, LLC will furnish a replacement for any part of this product which fails in normal use and service within the 
terms and conditions of the warranty.

For complete details of the Limited Warranty, including applicable terms and conditions, see your local installer or 
contact the Nordyne, LLC warranty department for a copy.

NOMINAL KW

MATCHED UNITS ORDER NUMBER

*1200K-A *1600K-B *2000K-C WITH CIRCUIT 
BREAKERS

WITHOUT CIRCUIT 
BREAKERS

5 X X X 922521D 922520D

8 X X X 922523D 922522D

10 X X X 922526D 922525D

15 N/A X X 922527D N/A

20 N/A N/A X 922529D N/A

230V Single-Phase Heater Kit Application			 


