
Durable, Attractive Cabinet: 

Multi-poised:

Multi-speed:
Ease-of-Service:

Plug-in Heater Kits:
Circuit Board:

Air Handler Control Board:

Breaker Accessibility:

No Fasteners on Sides:

Cabinet Insulation:

Additional MB6EM Features:
Increased Efficiencies:

X-13 Energy Efficient ECM Motor:

Quiet Blower Operation:

Additional MB6VM Features:
Increased Efficiencies:

ECM Variable Speed Motor:

Quiet Blower Operation:

Constant Airflow:

Field selectable delay profiles:

Reduced air stratification:

MB6(B,E,V)M Series FEATURES and BENEFITS

TECHNICAL
SPECIFICATIONS

18,000 - 60,000 Btuh 
(Heat Pump & Air Conditioner) 

Modular Indoor Blower 
13+ SEER Residential System 

WARRANTY
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MODEL IDENTIFICATION CODE

ACCESSORIES

ELECTRICAL DATA
        Standard Air Handler (A & B size)   Energy Efficient & Std Air Handler (C size)

Circuit Circuit Circuit Single Circuit Circuit Circuit Single Circuit Circuit Circuit Single Circuit Circuit Circuit Single

A B C Circuit A B C Circuit A B C Circuit A B C Circuit

73

Max. Over-Min. Circuit 
Ampacity

Max. Over-
Current Protection

Min. Circuit 
Ampacity

Model Number 
H6HK- Voltage KW

Current Protection

A B C
Cabinet Size

Accessory Kit Description

Indoor 
Blower

Electrical Code

Nominal
Airflow

Configuration:

Motor: 

    B 6 B

Design Series

Cabinet Identifier

   M     -   0     8     0    0    K      A    M
Modular 

Indoor 
Blower

N
o

m
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al
 K

W

Matched Units Order Number

*8
00

-A

*1
20

0-
A

*1
20

0/
16

00
-B

*1
60

0-
C

*2
00

0-
C With 

Circuit 
Breakers

Without 
Circuit 

Breakers

240V Single-Phase Heater Kit Application

240V Three-Phase Heater Kit Application

N
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Matched Units Order Number

*8
00

-A

*1
20

0-
A

*1
20

0/
16

00
-B

*1
60

0-
C

*2
00

0-
C With 

Circuit 
Breakers

Without 
Circuit 

Breakers
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DIMENSIONS

SPECIFICATIONS

"H"

.75 .75

"A"

12.89

.75

1.73

2.87

1.25 Ø 1.125  K.O.

Ø 1.875 K.O.

3.20
1.25

"W"

22.00

1.06

1.87

Ø .875 K.O.

1.88
3.57

5.57

2.62

Ø 1.125 K.O.

Ø 1.750 K.O.

Model Number          
MB6- BM-0800-A BM-1200-A BM-1200-B BM-1600-C BM-2000-C EM-1200-A EM-1600-B EM-2000-C VM-1200-A VM-1600-B VM-2000-C

73 73 73 73
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MB6BM BLOWER PERFORMANCE DATA

1 ESP estimate with wet coil and filter

Notes:

Dry Coil ESP 0.10 0.20 0.30 0.40 0.50 0.60 0.70 0.80

0800 
A-Cabinet

Low 685 645 605 565 515 465 405 345
Corrected ESP1 0.07 0.19 0.30 0.42 0.53 0.65 0.76

Med 860 825 780 735 680 625 565 500
Corrected ESP1 0.11 0.23 0.36 0.48 0.60 0.72

High 1070 1025 975 920 860 800 730 660
Corrected ESP1 0.14 0.27 0.40 0.53 0.67

Dry Coil ESP 0.10 0.20 0.30 0.40 0.50 0.60 0.70 0.80

1200 
A-Cabinet

Low 850 825 795 755 705 645 580 510
Corrected ESP1 0.04 0.15 0.27 0.38 0.50 0.62 0.74

Med 1120 1085 1045 995 940 875 800 715
Corrected ESP1 0.04 0.17 0.29 0.42 0.55 0.68

High 1275 1235 1185 1130 1070 1005 935 860
Corrected ESP1 0.10 0.23 0.36 0.49 0.63

Dry Coil ESP 0.10 0.20 0.30 0.40 0.50 0.60 0.70 0.80

1200 
B-Cabinet

Low 995 955 910 845 780 705 610 530
Corrected ESP1 0.08 0.19 0.31 0.42 0.54 0.65 0.76

Med 1335 1290 1235 1175 1100 1015 925 805
Corrected ESP1 0.10 0.22 0.34 0.46 0.59 0.71

High 1470 1425 1360 1300 1225 1135 1050 920
Corrected ESP1 0.08 0.22 0.37 0.51 0.65

Dry Coil ESP 0.10 0.20 0.30 0.40 0.50 0.60 0.70 0.80

1600 
C-Cabinet

Low 1035 1005 970 925 875 825 770 710

Corrected ESP1 0.11 0.22 0.33 0.44 0.54 0.65 0.76

Med 1635 1595 1525 1475 1405 1305 1210 1060

Corrected ESP1 0.08 0.20 0.32 0.44 0.57 0.69

High 1910 1840 1760 1685 1595 1495 1395 1250

Corrected ESP1 0.14 0.26 0.39 0.52 0.65

Dry Coil ESP 0.10 0.20 0.30 0.40 0.50 0.60 0.70 0.80

2000 
C-Cabinet

Low 1520 1510 1500 1485 1465 1440 1415 1385
Corrected ESP1 0.11 0.21 0.31 0.42 0.52 0.62 0.72

Med 1900 1885 1860 1830 1790 1740 1680 1620
Corrected ESP1 0.06 0.16 0.27 0.37 0.48 0.59 0.70

High 2245 2195 2135 2080 2015 1950 1885 1800
Corrected ESP1 0.12 0.23 0.34 0.45 0.56 0.67
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MB6EM BLOWER PERFORMANCE DATA

1 ESP estimate with wet coil and filter

Notes:

Dry Coil ESP 0.10 0.20 0.30 0.40 0.50 0.60 0.70 0.80

1200 
A-Cabinet

1600 
B-Cabinet

2000 
C-Cabinet
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A-CABINET B-CABINET C-CABINET

3 3 3

0 0 0 1 0 0 0 1 0 0 0 1

0 0 0 0 0 0 0 0 1 0 0 1

0 0 1 0 1 0 0 1 0 0 0 0

1 0 0 1 0 0 1 0 1 0 0 0

1 0 0 0 1 0 0 0 0 0 1 0

1 0 1 0 1 0 1 0 1 0 1 0

0 1 0 1 0 1 0 1 0 1 0 1

1 1 0 1 1 1 0 1 1 1 0 1

0 1 0 0 0 1 0 0 0 1 0 0

0 1 1 0 1 1 0 0 1 1 0 0

1 1 0 0 0 1 1 0 0 1 1 0

1 1 1 0 1 1 1 0 1 1 1 0

AIRFLOW SELECTION FOR VARIABLE SPEED MODELS

Basic Airflow Setting
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GENERAL TERMS OF LIMITED WARRANTY


