
100% fired and tested: 

Best packaging in the industry:

30 second blower delay

30 second post purge

Hot surface igniter:
®

Color coded wire harness:

Flexible category IV venting system:

High Static Blowers:

Low Boy Height:

Tubular primary heat exchanger:

90 second fixed cooling cycle blower-off  delay (TDR) 

High efficiency blower kits

Multi-speed direct drive blower:

LP convertible:

Diagnostic lights for easy troubleshooting without 
counting flashes:

Incorporates integrated control board

Two piece door design

Blower Compartment:

Sealed Vestibule

Condensing Upflow/Horizontal and 
Downflow Gas Furnaces
Induced Draft - 92.1 AFUE
Input 38,000 - 120,000 Btuh

FG7S (C and L Series)
High Efficiency/Direct Vent  
or Non Direct Vent

FEATURES and BENEFITS

WARRANTY

TECHNICAL
SPECIFICATIONS
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Downflow Gas Furnace

GAS FURNACE COMPONENTS

Upflow/Horizontal Gas Furnace
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DIMENSIONS

FG7SC 90+ High Efficiency Upflow/Horizontal Series

FG7SL 90+ High Efficiency Downflow Series
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17
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17
 7
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28

B

19

Ø 1 5/8 HOLE
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Ø1 5/8 HOLE
FOR GAS

22 1/2

24
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VIEW
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TOP VIEW

4 KNOCKOUTS
(BOTH SIDES)1
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CONDENSATE
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VENT PIPE
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19
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 1
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22 1/4
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Ø 7/8 HOLE FOR
 ELECTRIC
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3
7 1/2

25 1/2
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1 5/8 X 3 1/2
HOLE FOR GAS

Ø 3” HOLE 
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PIPE

Ø 3” HOLE 
FOR VENT
PIPE
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FLANGES

*SC 
Model #’s

Dimension 
“A”

Dimension 
“B”

Dimension 
“C”

¼ ⅝ ⅞

½ ⅞ ⅛

⅜ ⅝

½ ⅞ ⅛

SL 
Model #’s

Dimension 
“A”

Dimension 
“B”

Dimension 
“C”

½ ⅞ ⅛

⅜ ⅝
½ ⅞ ⅛
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BLOWER PERFORMANCE - FG7SC

Model
Number

Heating External Static Pressure (Inches Water Column)
Input Motor 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8
(Btuh) Speed CFM Rise CFM Rise CFM Rise CFM Rise CFM Rise CFM Rise CFM Rise CFM Rise

33 35 37
33 35 37 44

745 43 45 54
53 555 77

33 35
34 37

44 47
54
33 34 35 37

37 43
54 735
74

34 35
35 37 37 43
47 54 775

755 75 545
43 44
53 55 57

55 55 57
74 77 775

37 44 47
47 53 54 57
53 54 57

75
34

35 37 44
53 74

54
33 34 44

33 34 43
47 53

54 55 73
33 34 44

33 34 35 45

53

53 55 57 73
37 44

44 45 47
45 47 53 57
54 55
34 35 37 44
37 43
43 44 45 47 57

53 54 55
34 35 37 44

37 43 45

43 44 44 47 54

53 53 55 57
43 44 45 47 53 55

47 53 55
55 55 57

74 77
43 44 47 53 55

53
57

73 74 77
54

54 55 57

74 75
54

53 54 57
73 77

75
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BLOWER PERFORMANCE - FG7SC Continued

Model
Number

Heating External Static Pressure (Inches Water Column)

Input Motor 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8

(Btuh) Speed CFM Rise CFM Rise CFM Rise CFM Rise CFM Rise CFM Rise CFM Rise CFM Rise

33 35

37 37 44

43 44 45 47

53 54

43 44 45 47

53 55

57 57

74 77

43 44 47 53

43 44 54

73

73 77

54 57

54 55 57

73 75 77



6

VENT TABLE

VENTING

SINGLE PIPE LENGTH (FT.)
DIRECT VENT, 

DUEL PIPE LENGTH (ft.) WITH 

OUTLET OUTLET INLET/OUTLET INLET/OUTLET
2” 3” 2” 3”
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SPECIFICATIONS

MODEL IDENTIFICATION CODE

FG S 090 C 23

Input Heating Capacity

C

Cooling Airflow

7
Cabinet Width

B

FG7SC MODEL NUMBERS: -038D-23A -054D-24B -072D-24B -072D-35C -090D-35C -108D-45D -120D-45D

AFUE

FG7SL MODEL NUMBERS: -054D-24B -072D-24B -090D-35C -120D-45D

AFUE



214D-0309

GENERAL TERMS OF LIMITED WARRANTY

ACCESSORIES

FG7S (C, L) KITS

Description SKU


