
iQ Drive:

Interface control board: 

Cooling operation temperature range: 50 °F to 125 °F
Five Minute Restart Time Delay: 

EXV control:

Suction Accumulator:

R-410A Refrigerant:

Compressor and Component Access:

High Efficiency with low Sound Levels: 

High Pressure Switch:

Low Pressure Switch: 

Liquid Line Filter Drier: 
Micro-Channel Condenser Coils:

Anteater Copper Tube (Luvata Uniguard) / Aluminum Fin Indoor 
Coils: 

Wire Guard Coated with Earth Friendly Epoxy and Plastic Mesh 
Hail Guard:

Designed using galvanized steel:

Heavy-Gauge Full Perimeter Base Rails:

Convertible Air Delivery:

Corrosion-Resistant Drain Pan: 

One Piece Top for Great Fit and Finish, Total Seal:

SmartLite® Control Board:

Hot Surface igniter:

Energy Efficient Variable Speed ECM Blower:

2-5 Ton Single-Phase Units

R6GI Series
Single Packaged 
Gas/Electric Units
20 SEER 81% AFUE
Multi-Stage Cool/2-Stage Heat

FEATURES and BENEFITS

TECHNICAL
SPECIFICATIONS

WARRANTY
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Top View

DIMENSIONS

MODEL IDENTIFICATION CODE

R         6            G             I      -  E      24            K     080        X  

Application

Gas

Series
I = 20 SEER

Electrical Code

Cooling Capacity

X = NOx

Heating Capacity

E = EXY (Electronic) 
Expansion Value

Model
Number

Unit 
Weight

Shipping 
Weight

Center of Gravity Height (in inches)
C Length

D
A B

with base rails without base rails

31.5

13.50

16

12

13.31

16

CG

A

3/4" NPT
FEMALE DRAIN

CONNECTOR

B

DOWNFLOW
SUPPLY DUCT

OPENING

DOWNFLOW
RETURN DUCT

OPENING

23.50

45.75

13.50

12

47.50

INSIDE PERIMETER
OF BASE RAIL

(IF USED)

2.63
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Back View

Side View

DIMENSIONS (Continued)

12.45
12.45

4.0

D

8.75

HORIZONTAL
SUPPLY DUCT

OPENING

HORIZONTAL
RETURN DUCT

OPENING

4.0

1.75

9.75 24.75

16.0

C
O

N
D

E
N

S
IN

G
C

O
IL

13.5

16.016.0
C

13.5

47.50

ELECTRIC
SUPPLY ENTRY

LOW VOLTAGE ENTRY

GAS SUPPLY
ENTRY

15.75

23.63

30

2.90

1.8

BLOWER
ACCESS
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SPECIFICATIONS AND ELECTRICAL DATA
SINGLE PHASE

MODEL -E24K080X -E36K100X -E48K120X -E60K120X

20 20 20 20

Electrical Rating - 60 Hz, Single Phase

Compressor Data, Rotary, Brushless DC

Indoor Blower, Variable Speed, Brushless DC

Outdoor Fan, Variable Speed, Brushless DC

Refrigerant Charge (oz)
Sound Rating
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AIRFLOW DATA

Heating Airflow Settings

Cooling Airflow Settings 

Model Number
Heating Input

(Btuh)
Heating Output

(Btuh)
CFM Range

Heating Rise
Range (°F)

Cooling Output
(Btuh)

Blower
Size

Motor
(HP)

NOTE:

Nominal Airflow Rates and Temperature Rise 

2 Ton CFM Settings 3 Ton CFM Settings 4 Ton CFM Settings 5 Ton CFM Settings

Cooling Blower
Selector Setting

Recommended
Airflow

(High CFM)

Cooling Blower
Selector Setting

Recommended
Airflow

(High CFM)

Cooling Blower
Selector Setting

Recommended
Airflow

(High CFM)

Cooling Blower
Selector Setting

Recommended
Airflow

(High CFM)(1) 5 6 7 8 (1) 5 6 7 8 (1) 5 6 7 8 (1) 5 6 7 8

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0

4
TON

0 0 0

0 0 0 0 0 0 0 0 0 0 0 0 0 0

5
TON

0 0 0

2
TON

0 0 0 0 0 1 1 1450 0 0

0 0 0 0 0 0 0 0 0 0 0 1 0 1 0 0 1660
0 0 1 0 1 800 0 0 0 0 0 0 0

0 0 0 0 0

3
TON

0 0 0 0 0

0 0 0 0 0 0

0 0 0 0 1 1 0 0 0 1180 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 2020

0 0 0 0 0 0

0 0

NOTES:

bold

Heating
Blower

Selector
Setting

2 Ton CFM Settings Heating
Blower

Selector
Setting

3 Ton CFM Settings Heating
Blower

Selector
Setting

4 Ton  CFM  Settings Heating
Blower

Selector
Setting

5 Ton CFM Settings

Low Heat High Heat Low Heat High Heat Low Heat High Heat Low Heat High Heat

64,800 80,000 81,000 100,000 97,200 120,000 97,200 120,000

(1) 2 3 4 CFM Rise CFM Rise (1) 2 3 4 CFM Rise CFM Rise (1) 2 3 4 CFM Rise CFM Rise (1) 2 3 4 CFM Rise CFM Rise

0 0 0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 1 0 1300 47 1750 52 1 0 1 0 1300 47 1750 52

0 0 0 0 0 0

0 1 0 0 950 42 1225 51 1 1 0 0 1050 46 1375 55 0 0 0 0 0

0 0 0 0 0 0

0 0 0 0 0 0

0 0 2000 2000
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R6GI ACCESSORIES

Description Part Number

NOTE:
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LARGE PACKAGE GAS/ELECTRIC AC

E24K
O.D.T 65°F 75°F 85°F 95°F 105°F 115°F 125°F

CFM E.D.B.  E.W.B.  T.C.   S.C.  K.W T.C.   S.C.  K.W T.C.   S.C.  K.W T.C.   S.C.  K.W  T.C.   S.C.  K.W T.C.   S.C.  K.W T.C.   S.C.  K.W.

24.1 17.8 1.8

E36K
O.D.T 65°F 75°F 85°F 95°F 105°F 115°F 125°F

CFM E.D.B.  E.W.B.  T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W. T.C.   S.C.  K.W.

35.3 26.7 2.8

E48K
O.D.T 65°F 75°F 85°F 95°F 105°F 115°F 125°F

CFM E.D.B.  E.W.B.  T.C.   S.C.  KW T.C.   S.C.  KW T.C.   S.C.  KW T.C.   S.C.  KW T.C.   S.C.  KW T.C.   S.C.  KW T.C.   S.C.  KW

43.5 31.5 3.6



239E-0814

LARGE PACKAGE GAS/ELECTRIC AC (CONTINUED)

GENERAL TERMS OF LIMITED WARRANTY

E60K
O.D.T 65°F 75°F 85°F 95°F 105°F 115°F 125°F

CFM E.D.B.  E.W.B.  T.C.   S.C.  KW T.C.   S.C.  KW T.C.   S.C.  KW T.C.   S.C.  KW T.C.   S.C.  KW T.C.   S.C.  KW T.C.   S.C.  KW

54.5 39.8 4.5


