
Model R6GN-150 Shown

TECHNICAL
SPECIFICATIONS

 Provide lifting points for ease of installation.
 Fits most standard applications 

and easily converts to horizontal airflow with horizontal 
roof curb.

 Helps ensure quiet 
operation and prevents condensation.

 Requires no 
special servicing tools.

Ensures long compressor 
life.

 Promotes corrosion resis-
tance and long life.

Offers cooling ranges from 
78,000/148,000 to 94,000/180,000 Btu/h. Dual refrigera-
tion circuits.

 Offers heat ranges from 180,000 
to 315,000 Btu/h. 

 Hi/low service ports allow quick access 
without disrupting operation. Proven, industry standard 
components for service and availability.

 Earth friendly-non-ozone depleting 
refrigerant.

 Prevents damaging flooded starts 
and future compressor failures.

 A guard that will never rust 
and protects the units coil from being damaged.

 Fits most standard rooftop applications-
can be easily adapted for exceptions. Footprint 
database available for cross-reference at http://www.
rooftopsystems.com under the "Adapter Quote" tab.

 Provides reliable 
compressor operation.

These units offer flexibility in the replacement market. 
 and 15 ton units are designed specifically for 

retrofit applications and are compatible with most standard 
footprints. They take less time to install and retrofit as they 

contractor's job more profitable. These units are compliant 
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3

R = Rooftop 
Packaged Unit

(000) Btu

(000) Btu

Dimensions shown in inches (mm)

102 (2590)
15.50 
(394)

43
 (

10
92

)

47
 (

11
94

)

2 (51) TYP

3 (76) TYP

96 (2438)

OPTIONAL 
FRESH
AIR INTAKE 
HOOD †

OPTIONAL 
RELIEF 
HOOD †

ELECTRICAL 
PANEL 

ACCESS

BLOWER 
MOTOR 
ACCESS

BURNER 
ACCESSC

O
M

P
R

E
S

S
O

R

A
C

C
E

S
S

15.50 
(394)

O
P

T
IO

N
A

L 
H

A
IL

G
U

A
R

D
 H

O
O

D
 †

VIEW

BLOWER/HEAT 
EXCHANGER

ACCESS AIRFLOW

FILTERS (8)

HEAT EXCHANGER
TUBE ACCESS

FILTER 
ACCESS

STAGE 2
EVAPORATOR

STAGE 1 
EVAPORATOR

O
P

T
IO

N
A

L 
H

A
IL

G
U

A
R

D
 H

O
O

D
 †

OPTIONAL

RELIEF HOOD †

HOISTING
CONNECTION

HOISTING
CONNECTION

OPTIONAL 
FRESH AIR 

HOOD †

MAIN AIR
LIMIT

UPPER 
SECONDARY 
LIMIT

CONDENSER 
COILS

INDUCER/BURNER
ASSY

HEAT EXCHANGER

E
V

A
P

O
R

AT
O

R
 C

O
IL

CONDENSER 
FANS (3)

VENT 
HOOD

CORNER “A”

CORNER “C”

CORNER “B”

CORNER “D” “A”

“B”

CG



Dimensions shown in inches (mm)

A C

A

1,730 1,944 884 44.5 (1,130) 430 195 405 184 435 198

1,830 44.75 (1,137) 445 501 415 189

* Baserails are not intended to be removed. Information provided is total unit height for horizontal duct applications or height dimension 
added to selected roof curb height for vertical duct applications.

† Field installed accessories required. ‡ Unit weight without packaging or field installed accessories.

1 (25)

66 (1676)

18 (457)

HORIZONTAL RETURN

AIR OPENING†

 MANUAL
FRESH

AIR PANELS†

GAS SUPPLY
ENTRY

ELECTRICAL SUPPLY
ENTRIES

3 (76)

12.5 (318)

5.5 (140)

3 (76)6 (152)

115V 
GFCI †

5.5 (140)

3 (76)

4 (210)

8.5
(216)

11 (279)

15.5 (394)

4.5 (114) 
8.5 (216)

68
 (

17
27

)

65
.5

 (
16

64
)

2 (51) TYP

5.31 (135)
10.31 (262)

15.31
(389)

41 (1041)
20

(508)
16

(406)
16.5
(419)

27 (686)4.5 (114)

2 (51) TYP

2.5 (64)

87
 (

22
10

)

3.5 (89) TYP

79
 (

20
07

)

102 (2590)

3.5 (89)

96 (2438)

SUPPLY 
AIR 

OPENING

RETURN 
AIR 

OPENING

CONDENSATE DRAIN ACCESS (2)

2" K.O. BOTTOM 
GAS SUPPLY

ENTRY

BOTTOM CONTROL 
WIRING ENTRY

ROOF CURB 
OUTLINE

BOTTOM POWER 
WIRING ENTRY



1 148,000 148,000 148,000 148,000 180,000 180,000 180,000 180,000
1 78,000 78,000 78,000 78,000 94,000 94,000 94,000 94,000
1 5,400 5,400 5,400 5,400

10.80 10.80 10.80 10.80 10.80 10.80 10.80 10.80
4 11.00 11.00 11.00 11.00 11.00 11.00 11.00 11.00
5 180,000 180,000 315,000 315,000

144,000 144,000
117,000 117,000 175,000 175,000 175,000 175,000
94,000 94,000 140,000 140,000 140,000 140,000

5 153,000 153,000
184,000 184,000 184,000 184,000

100,000 100,000 149,000 149,000 149,000 149,000 174,000 174,000
80,000 80,000 119,000 119,000 119,000 119,000 139,000 139,000
80.0% 80.0% 80.0% 80.0% 80.0% 80.0% 80.0% 80.0%

Phase 3 3 3 3 3 3 3 3

(Factory) 70.9 34.7 70.9 34.7
7 30.7 30.7 70.9 34.7 70.9 34.7

31.1 31.1 37.8 37.8
7 70.0 33.4 70.0 33.4 37.8 37.8

80 40 80 40 100 50 100 50
7 90 40 90 40 100 50 100 50

149 75 149 75 100 100

8.8 4.4 8.8 4.4 14.0 14.0
Airflow Range

1/3-1075 1/3-1075 1/3-1075 1/3-1075
1.4 1.4

310 310 310 310

Freeze Protection Thermostats

 

1

external duct static pressures allowed by the standard.

3

Indoor
4

5

7



144.5 109.8 107.4 103.5 14.41 111.3

75 145.7 84.5 13.49 134.7

171.1 57.9 13.71 149.8 58.4 14.91 137.9

145.8 135.5 14.47 111.5

80 157.3 113.9 147.0 108.8 13.55 14.75 98.0

87.5 13.77 151.1 14.97 79.3

133.9 109.8 105.3 14.57 111.0 95.5

75 155.7 90.3 145.4 134.4 84.7 14.85 77.0

170.8 13.87 149.5 15.07

140.9 133.8

158.3 137.0 109.3 14.90

173.4 88.1

145.9 113.9 13.49 100.3

75 157.4 94.4 147.1 13.77 88.5 14.97

13.01 13.99 15.19 139.3

148.5 145.5 13.54 14.74 115.3 115.3

80 149.7 138.7 113.7

175.1 14.04 153.8 141.9

81.00 80.80

75 48.10 78.1 43.7 7.00 73.5 39.5 7.58

93.50 93.30 33.80 85.4 80.7 7.70

79.30 70.58 79.10 59.1 7.31

80 87.30 87.10 55.4 50.5 7.43

45.41 94.40 43.3 7.07 79.5 40.5 7.34

81.80 73.7 7.14 51.4 7.59

75 87.00 47.74 78.9 71.9 40.3 7.71

94.00 33.84 7.11 31.9 7.38 79.1 7.83

74.43 74.8

80 88.10 87.90 7.01 80.0 57.3 73.0 53.5 7.73

93.90 45.07 93.70 7.10 85.8 43.8 7.37 78.8 41.8

81.80 73.9 58.4 7.19

75 48.83 87.00 49.59 7.04 79.1 45.9 7.31 41.8

94.40 34.93 35.80 33.7 7.43 79.3 30.9 7.88

83.10 77.10 75.0 71.3

80 88.30 88.10 59.3 7.33 7.78

94.10 47.99 93.90 48.83 7.15 79.0 7.87



O.D.T 55°F 75°F 85°F
   E.D.B.  

75

89.8 7.41 8.00 89.9 8.59 9.17

7.57 8.75 45.7 9.33

94.9 35.7 7.71 97.8 35.7 8.30 95.0 35.4 8.89 89.3 33.0 9.47

80

87.5 77.9 90.4 8.09 78.0 8.84 81.7 73.5 9.40

94.4 7.85 97.3 94.5 9.00

95.5 47.8 8.03 98.4 8.43 48.8 9.18 89.7 45.7 9.74

5400

75

89.5 91.9 8.77 83.4 9.33

91.5 50.3 7.78 94.4 50.9 8.18 51.1 8.93 85.9 48.5 9.49

94.1 97.0 37.1 37.8 9.07 88.5

80
78.0 7.71 79.7 8.11 79.0 80.9

7.87 93.7 87.8 9.58

94.7 48.3 8.05 48.4 8.45 94.8 49.3 88.9

5775

75

87.9 7.90 90.8 70.8 8.30 88.0 70.4 9.05

90.4 93.3 51.8 90.5 84.8 49.4 9.77

93.0 38.0 95.9 93.1 38.9 9.35 87.4 9.91

80

77.9 7.99 88.5 79.7 8.39 85.7 78.8 9.14 79.8 73.4 9.70

8.15 95.4 8.55 9.30

48.7 8.33 8.73 93.7 49.7 9.48 87.8 10.04

O.D.T 85°F 95°F 105°F 115°F

  E.D.B.  

75

171.0 133.4 15.00 14.80 119.4 17.57 135.1 109.4

187.9 15.38 98.3 15.14 17.95 148.5 85.4

80.5 15.77 194.7 77.9 15.50 73.9 18.34

80

173.1 157.3 15.05 14.85 151.1 134.1 19.74

15.43 177.5 15.19 18.00 148.8

15.83 15.55 178.5 18.39 93.8

75

138.3 150.7 137.1

190.0 179.7 99.7 150.7

83.5 197.5 81.0 17.01 19.04

175.1 155.7 18.30 138.9 137.5

190.3 135.5 151.0

111.7 195.7 180.3 19.09 98.5

5775

75

173.7 15.41 151.9 17.98 137.8

190.9 104.0 15.80 100.0 94.3 18.37 151.5 87.1

198.0 83.1 183.5 80.7

80
175.9 15.45 159.4 153.9 150.8 18.03

139.5 15.85 180.5 151.8
111.8 17.17 181.8 107.3
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* The distance the air from the grille travels from the diffuser before it slows down to 50 ft. per minute.  All sides open. 

4000 0.11 0.08 0.05

0.08 0.05

4400 0.13 0.09 0.30 25-30 0.30 23-31

0.14 0.09 0.31 0.31

4800 0.15 0.10

5000 0.10 0.34 0.34

0.17 0.11 0.07

4800 0.15 0.10

5000 0.10

0.17 0.11 0.07 0.31

5400 0.18 0.11 0.07 0.35 36-45 0.33 26-34

0.19 0.13 0.07 39-49 30-39

5800 0.13 0.08 0.39 0.39 35-44

0.15 0.08 44-54 40-50



559538

559539

559540

559541

559543

547893

918798

918839

918840

918841

918799

918800



(Replaces 370D-0709)

first year of installation, in accordance with the terms of the warranty.


