
FEATURES and BENEFITS

TECHNICAL
SPECIFICATIONS

CMF2 Series
Oil and Gas Furnace
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AIRFLOWDIMENSIONS

SPECIFICATIONS

Flashing

Barrel
Ceiling Plate

Vent
Ventilation
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Connection

DUCT
CONNECTOR

Return Air
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Filter

Power Supply
Connection

Access
Door
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Air Duct
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External
Static

Pressure
(in WC)

Airflow (CFM)

Low speed For 
65 Kbtu/h Input

Medium 
Speed For 75 
Kbtu/h Input

High Speed For 
90 Kbtu/h Input

CMF 80 PG
Convertible

CMF 80 PO
Convertible
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CMF

SRJ
Roof Jack

CB-200A
Cottage

Base

CMF
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Existing
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APPLICATIONS

Direct Vent Manufactured Housing 
Applications:

Direct Vent Residential Single Story Dwelling Type Applications*:

Residential Single Story Dwelling 
Type Installations‡*:
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Direct Vent Kit

Direct Vent KitDirect Vent Kit

Direct Vent Kit
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GENERAL TERMS OF LIMITED WARRANTY

416C-0614 

ACCESSORIES

CMF Base Packages

Roofjacks

Adapters

Miscellaneous

Vent Pipes

ORDERING INFORMATION

CMF Conversion Kits

PART NO. DESCRIPTION PART NO. DESCRIPTION

PART NO. DESCRIPTION

PART NO. DESCRIPTION

PART NO. DESCRIPTION PART NO. DESCRIPTION


