
*T5BD SerieS - reSiDenTial SpliT SySTem HeaT pump

Table 1. electrical Specifications & physical Data

moDel numBer: *T5BD 018K 024Ka 030Ka 036K 042K 048K 060K

elecTrical
DaTa

Volts-Cycles-Phase (1) 208 / 230 - 60 - 1
Total Amps 9.9 11.8 14.6 15.7 17.5 19.7 26.4
Delay Fuse Max. (2) 20 25 30 30 35 10 50
Min. Circuit Ampacity 12.1 14.5 18.0 19.4 21.6 24.3 32.6

conDenSer
DaTa

Coil
Area 15.17 15.17 22.88 25.42 22.88 25.42 25.42
Rows-FPI 1-18 1-18 1-20 1-20 2-16 2-16 2-16
Tube Dia 3/8” O.D.

Fan Motor
Type PSC
Amps 0.91 0.91 1.00 1.00 1.00 1.4 1.4
HP 1/8 1/8 1/4 1/4 1/4 1/4 1/4

Compressor Data
RLA 8.3 10.8 13.4 15.3 19.2 19.8 25.3
LRA 40.3 56 68 87 112 105 146

refrigeranT SucTion line o.D
noTe: Liquid line is 3/8” O.D. for entire length.

0-24 ft. 3/4” 3/4” 3/4” 3/4” 7/8” 7/8” 7/8”
25-39 ft. 3/4” 3/4” 3/4” 7/8” (3) 7/8” 7/8” 1-1/8” (4)
40-75 ft. 3/4” 3/4” 7/8” (3) 7/8” (3) 7/8” 1-1/8” (4) 1-1/8” (4)

WeigHT approximaTe (lBS.)
Net 166 171 190 204 252 276 285
Ship 175 180 200 215 265 290 300

(1) Operating Voltage Range: 198v min. — 253v max.
(2) HACR Type Circuit Breakers may be used.
(3) Requires 7/8" to 3/4" reducer from line to unit.
(4) Requires 7/8" to 1-1/8" adapter from line to unit.
(5) Additional charge for line sets above 15 feet. Values based on suction 

line as follows with 3/8" liquid line.
(a) 3/4" = 0.6 oz. per additional foot.
(b) 7/8" = 0.7 oz. per additional foot.
(c) 1 1/8" = 0.8 oz. per additional foot.

Table 3. unit Dimensions

moDel
numBer

HeigHT
(H)

WiDTH
(W)

DepTH
(D)

*T5BD-018K 27" 30 3/4" 30 3/4"

*T5BD-024KA 27" 30 3/4" 30 3/4"

*T5BD-030KA 39 1/2" 30 3/4" 30 3/4"

*T5BD-036K 39" 30 3/4" 30 3/4"

*T5BD-042K 39" 30 3/4" 30 3/4"

*T5BD-048K 43" 30 3/4" 30 3/4"

*T5BD-060K 43" 30 3/4" 30 3/4"
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24" for 
Service Access

12" or 18”
See Note

DO NOT
OBSTRUCT

TOP OF UNIT

NOTE: Units require full perimeter clearances. Installer must maintain
18” between two units or 12” between single unit and structure.

6” from Building
or Structure

12" or 18”
See Note

2” Mounting Pad

48”

figure 1. clearance requirements

QuicK reference DaTa

Table 2. Thermostat Wire gauge

THermoSTaT
Wire gauge

maximum recommenDeD
THermoSTaT Wire lengTH (fT)

24 25

22 45

20 70

18 110



709601a (Replaces 7096010)

Instructions:
1. Find the column for the model of outdoor unit that is being installed.
2. Find the row for the model of the indoor unit that is being installed.
3. Find the cell in the table in which this row and column meet. In this cell 

the appropriate orifice / TXV and charge addition for this match are listed. 
If the text in this cell is BOLD, then a change of orifice is necessary.

4. If a change in restrictor is necessary, then the appropriate restrictor will 
already be supplied with the outdoor unit.

Examples:
•	 For	the	*T5BD-018K	with	B6BMM024K-B,	the	appropriate	restrictor	is	

the	0.054"	and	131	ounces	of	refrigerant	must	be	added.

•	 For	the	*T5BD-042K	with	B6BMM042K-B,	the	appropriate	restrictor	is	
the	0.083"	and	247	ounces	of	refrigerant	must	be	added.

Table 4. B6Bmm0 air Handler restrictor / charge addition (oz)
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moDel numBer: *T5BD 018K 024Ka 030Ka 036K 042K 048K 060K

iD reSTricTor SupplieD WiTH oD uniT: 0.054 0.061 0.068 0.078 0.083 0.084 0.092

oD reSTricTor SupplieD WiTH oD uniT: 0.041 0.047 0.049 0.057 0.059 0.065 0.071

ouTDoor uniT Bom cHarge (oz.) 0 0 0 0 0 0 0

moDelS SupplieD WiTH iD reQuireD reSTricTor or TxV
(cHarge aDDiTion (oz) / raTeD airfloW (Scfm))

B6Bmm0

B6BMM024K-B 0.055 0.054
(131 / 660)

0.061
(123 / 870) -- -- -- -- --

B6BMM030K-B 0.062 -- -- 0.068
(150 / 895) -- -- -- --

B6BMM036K-B 0.067 -- -- -- -- -- -- --

B6BMM042K-B 0.074 -- -- -- -- 0.083
(237 / 1275) -- --

B6BMM060K-C 0.087 -- -- -- -- -- 0.084
(256 / 1605) --

noTeS:
•	 The	charges	listed	are	only	valid	for	the	standard	15’	lineset.
•	 Units	are	shipped	from	the	factory	with	a	nitrogen	holding	charge.

Table 5. *T5BD restrictor Bore Sizes & System charge for all other matches

moDel numBer
*T5BD-

reSTricTor Bore Size (incHeS) SySTem cHarge
r22 (oz.)inDoor ouTDoor

018K 0.054 0.041 93

024KA 0.061 0.047 96

030KA 0.068 0.049 144

036K 0.078 0.057 155

042K 0.083 0.059 248

048K 0.084 0.065 248

060K 0.092 0.071 268

Specifications & illustrations subject to change 
without notice or incurring obligations (01/15).

noTe:	The	T5BD	Dry	r22	oUTDoor	UniT	is	for	replacemenT	pUrposes	only.	Using	
Dry	r22	oUTDoor	UniTs	for	new	insTallaTions	is	prohiBiTeD	By	U.s.	law.


