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PART NUMBER SHOWN IS:
SOW02151

13 187921 13-18C2-1WH-004-21 3
12 175461 21-18C2-1WH-004-21 1
11 187931 13-18C2-1GR-019-73 1
10 187941 13-18C2-1WH-019-73 1
9 1014462 26-12C2-1RD-010-26 5
8 2C3441 HARNESS,LV,7 PIN,24KW,B6 1
7 288861 HARNESS,2-PIN,POWER 1
6 171511 21-18C2-1GR-004-21 2
5 169751 13-18C2-1GR-004-21 6
4 1014502 26-12C2-1RD-004-26 5
3 1014463 26-12C2-1RD-016-26 5
2 1014465 26-12C2-1BK-005-26 5
1 1014466 26-12C2-1BK-016-26 5

REQ'D 
M0107705NO. P/N DESCRIPTION

SOW02151

B 07/12/16 EXC MF 401757

PCAENG.BYDATEREVISION RECORDREV

A Easier installation 05/06/15 CXT DCM 400033

ITEM #1 WAS 167542, #2 WAS 167543,#3 WAS 167552, 
#4 WAS 167553, #9 WAS 167554
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NOTES

1.  If any of the original wire supplied with this 
unit must be replaced, it must be replaced 
with wiring material of the same gauge size 
and temperature rating.

2.  The installation of this heater kit may require a 
change in the blower speed tap connection. 
See Installation Instructions for details.

3.  Use copper conductors with a minimum 
temperature rating of 60°C for supply 
connections.

25kW , 240 VAC,  1-Phase Electric Heater Kit H8HK024H-31 (with circuit breaker)

711437C
(Replaces 711437B)
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